ITenderLift

ELECTRIC SYSTEM

Caratteristiche tecniche:

« Struttura in AISI 304 elettrolucidato
= Centralina per il controllo sincrono di n.2 motori 24VDC
= Impostazione personalizzata della velocita e della corsa
= Impostazione personalizzata della rampa
di accelerazione e decelerazione
= Capacita di sollevamento 850 kg
(comprensivi del peso della piattaforma)
= Rallentamento e controllo in PWM durante
tutte le fasi di movimentazione
= Controllo elettronico dello sforzo con taglio
in corrente per evitare sollecitazioni eccessive
al sistema/struttura

Benefici del sistema elettrico:

= Senza olio idraulico nel sistema che potrebbe
inquinare ambiente e/o sala macchine
= Velocita nel montaggio perché senza parte
idraulica da collegare
= Si utilizza meno spazio in sala macchie
da dedicare all'impianto
= Plug&play (solo linea di alimentazione da collegare)
= Piu precisione nel controllo dei movimenti
grazie alla gestione tramite motori elettrici
= Assorbimenti ridotti senza la necessita della potenza
idraulica del motore e quindi cavi con sezioni inferiori
= Maggiore silenziosita grazie al solo pilotaggio elettrico
= Minore necessita di manutenzione
= Assenza di perdite occulte dovuta alla diminuzione
nella pressione di esercizio

TLE 850

ELECTRIC TENDER LIFT

Technical features:

e Structure made in electropolished AlSI 304
o 2x electric motors 24Vdc for synchronized control
e (Custom setting for speed and stroke

e Custom setting of the acceleration and deceleration ramp

e [ ifting capacity 850 kg (including platform weight)

o Slowdown and PWM control during all handling phases
e Flectronic stress control with current cut to avoid
excessive stress on the system / structure

Benefits of the electric system:

o No hydraulic oil in the system which could pollute
the environment and/or engine room

o Time installation saving because of no hydraulic
parts to connect

e |ess space needed into the engine room

o Plug & play system (only power supply line
fo be connected)

o More accurate movement control

* Reduced absorption without the need
for the hydraulic power of the motor
and smaller sections for the wires

e (Considerable noise reduction

e [ess maintenance

* Reduction of system drop due
fo the decrease of pressure work



